
Deb51Mon (One-Step-Debugger zum uC-Board):

Dieser Debugger baut auf Sourcen des PaulMon auf.
Verweise zu diesen Quellen siehe am Ende.

Deb51Mon beinhaltet unter anderem:
- Downloader (Intel-Hex)
- Hexdump
- Disassembler
- Step-Debuggung (per ext.Int1)

Deb51Mon liegt im ROM ab Adresse 8000h.
Es wird ein Terminalprogramm zur Kommunikation benötigt.
Es ist auf 9600 Baud, 8 Bit, 1 Stop, no parity einzustellen (Xtal=11.0592MHz).
Nachfolgend der Schaltplan, um die unteren 32KB den RAM/ROM freizuhalten.

Die Ausgabe des EPROM wird nur bei aktiver A15-Leitung freigegeben.

Angaben zum Paulmon:

; PAULMON2, a user-friendly 8051 monitor, by Paul Stoffregen
; Please email comments, suggestions, bugs to paul@pjrc.com

email: paul@pjrc.com
www: http://www.pjrc.com/tech/8051/pm2_docs/addons.html

; PAULMON2 should be assembled using the modified AS31 assembler,
; originally written by Ken Stauffer, many small changes by Paul
; Stoffregen.  This free assembler is available on the web at
; http://www.pjrc.com/tech/8051/index.html
; As well, these web pages have a fill-out form which makes it
; very easy to custom configure PAULMON2.  Using this form will
; edit the code for you, run the AS31 assmebler, and send you the
; object code to program into your chip.


